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Modeling growth paths of interacting crack pairs in
elastic media†
Ramin Ghelichia and Ken Kamrin∗b
The problem of predicting the growth of a system of cracks, each crack influencing the growth of
the others, arises in multiple fields. We develop an analytical framework toward this aim, which
we apply to the ‘En-Passant’ family of crack growth problems, in which a pair of initially parallel,
offset cracks propagate nontrivially toward each other under far-field opening stress. We utilize
boundary integral and perturbation methods of linear elasticity, Linear Elastic Fracture Mechanics,
and common crack opening criteria to calculate the first analytical model for curved En-Passant
crack paths. The integral system is reduced under a hierarchy of approximations, producing three
methods of increasing simplicity for computing crack paths. The last such method is a major
highlight of this work, using an asymptotic matching argument to predict crack paths based on
superposition of simple, single-crack fields. Within the corresponding limits of the three methods,
all three are shown to agree with each other. We provide comparisons to exact results and existing
experimental data to verify certain approximation steps.
1 Introduction
The interaction of multiple cracks in brittle materials is a phe-
nomenon observed across a variety of disciplines, from the study
of human bones in biology1, to the mechanics of soft gels2,
to the dynamics of planetary crusts and tectonic plates in geo-
physics3–5, see Fig.1. Large-scale challenges arising from crack
interactions include well-water contamination due to fracking6,
penetration of microbial life deep in the earth’s crust7, perme-
ability of groundwater through naturally-occurring aquifers8, and
the geosequestration of CO2 9. In these cases, the development
of analytical and numerical methods for the growth dynamics of
multiple cracks has been a decades-long challenge10. More re-
cently, the study of fracture patterns in soft materials has become
a topic of specific interest due to the novel applications of these
materials2,11–14. Particular attention has been paid to the for-
mation and paths of cracks in gels and colloids. Most of these
studies have been experimentally driven, and include analyses
of the crack patterns in drying colloids and the influence of film
thickness13, rate-dependent crack morphology and propagation
patterns in copolymer gels14, oscillatory fracture patterns in thin
polymer sheets due to out-of-plane bending15, and the curved
growth paths of systems of multiple cracks in gels2. Accurate and
general analytical models for fracture processes like these are in
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much need and carry fundamental importance, which has moti-
vated our current study. The growth paths of multiple cracks is
a complex problem analytically because every increment of crack
growth modifies the stress field globally and changes the stress in-
tensity at all other cracks — hence, it is a coupled, non-localized,
inverse problem.
Herein, we develop a novel toolset to predict kinked/curved
crack paths in elastic media with multiple cracks, which will be
applied to the model case of the “En-Passant” (EP) family of crack
geometries. En-Passant cracks, named by Kranz19, are two ini-
tially parallel offset cracks that grow under transverse loading and
eventually approach each other through their propagation paths.
Fig. 1(b) shows EP cracks in a soft gel; the growth paths of the
cracks are initially repelled and then move toward each other, as
seen in Fig. 1(c), due to lateral far-field tensile stress. Whether EP
cracks initially repel before approaching is an interesting notion
in itself and depends on the crack placements; as lateral separa-
tion vanishes and the cracks becomes colinear, Melin20 has shown
that the crack paths repel and the straight-ahead path is unstable.
EP crack phenomena was studied directly for the first time in the
early 1970’s21–23. EP cracks are reported repeatedly as one of
the causes in the formation of ridges and crusts on the earth and
other planets3–5,17,18,24–27; some examples have been presented
in Fig.1(d)-(g).
In order to predict the growth paths in these systems, the first
step is to determine a method for calculating stress fields in a body
with multiple, arbitrary cracks. Different solution approaches for
multi-crack stress fields have been presented in the last decades,
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Fig. 1 (a) A system of multiple cracks in flooring (b) Deviation stage of En-Passant cracks in soft polymeric material 2 (c) Two cracks move toward
each other after initial divergence 2 (d) Example of interacting opening-mode extensional fractures at Krafla 4 (e) Context image taken from USGS
controlled photo mosaic of Europa (map I-2757) that includes portions of the prominent ridge complex Belus Linea (BL1 and BL2) and double ridge
Rhadamanthys Linea 16 (f) Comparison of fine-scale morphologic features of bedrock from Meridiani Planum on Mars (Image by NASA/JPL and MER
team) 17 (g) Index map of the East Africa rift system showing both the Eastern and Western branches 18
which we briefly discuss now. For a system of two straight cracks
in arbitrary positions, Isida28 has presented an analytical method
based on Laurent series expansions for the stress field; the so-
lution, which can be considered one of the most accurate ones,
ends with a linear system of equations yielding the coefficients
of the Laurent series. Yokobori23 has used a continuous distribu-
tion of infinitesimal dislocations to calculate stress intensity fac-
tors for offset straight cracks, which has been used to approximate
EP kink angles. Savruk29, also utilizing the dislocation-density-
based formulation, produced a set of integral equations that can
be solved numerically to calculate the stress field in a system of
multiple cracks of arbitrary shape. His work has been extended
by Chen30, who has proposed algorithms for a variety of integral
equations. Hori and Nemat-Nasser31 have reduced the stress cal-
culation for arbitrarily located pairs of straight cracks to a linear
system of equations by using a Taylor series with unknown con-
stants. Kachanov32, by a simple “alternative method", estimates
stress intensity factors for a system of straight cracks by canceling
the residual mean traction from the known solution of a single
crack. Many other efforts have been made to solve or approx-
imate the integral equations of Muskhelishvili’s method for the
stress field, including work done by Ukadgaonker and Naik33 in
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a series of articles which contain various solutions for interacting
cracks. The Schwarz alternating method34 has been utilized in
order to reduce “multiple connected regions” in a two-crack prob-
lem to a sequence of simply connected regions. The Sih method35
can then be used to find the crack propagation angle in the first
step of the opening. Herein we develop and verify a sequence of
analytical models for the propagation paths of EP cracks, achieved
under the assumptions of Linear Elastic Fracture Mechanics.
Our solution approach is rooted in perturbation methods ap-
plied to the Muskhelishvili formulation for elastic stress fields36.
The procedure we discuss is therefore applicable in plane stress
or plane strain conditions. Three different formulae will be pre-
sented for the growth paths in a general system of EP cracks,
each formula simpler than the previous at the expense of certain
additional approximation errors. All three methods use the lo-
cal symmetry criterion for mixed-mode crack opening. Our first
method is obtained by simultaneously solving the system of in-
tegral equations plus local symmetry to approximate the growth
paths of both cracks. By expanding the integral system in se-
ries and applying perturbation methods, we obtain a non-linear
system of equations, whose solution yields the crack extension
paths along with the stress field after the extension. Our second
method uses the stress field of the initial pair of parallel offset
cracks and considers the growth of one crack without consider-
ing the growth of the opposing crack, an assumption valid for
small extension paths. We verify these two methods against an
exact solution for the stress field. The third method, which is
a highlight of this paper, is far simpler than either of the two
prior ones. It uses a matched-asymptotic-expansion argument, of
the type commonly utilized in fluid mechanics problems (e.g.37);
matching techniques are less common in solid mechanics though
have had some recent use38. Herein, we conjoin an “inner solu-
tion” for stress near the crack tip — a Williams expansion39 with
undetermined coefficients — to a simple “outer solution” for the
stress-field in a region not close to either crack — obtained by
superimposing solutions for two isolated cracks. Upon matching
the fields, approximate Williams expansion coefficients are ob-
tained, which can be substituted directly into the closed formula
of the second method to predict paths. While the first two meth-
ods are useful in their own right, they also play an important role
in the current work to verify the accuracy of the much-simpler
third method in a variety of EP geometries and loading condi-
tions.
2 Analytical solution procedure
Experimental results and numerical models of EP
cracks2,10,20,22,33,40–42 confirm that cracks generally follow
a curvilinear path. Therefore, in view of Fig. 2, we assume
the propagation path is a curve λ (x) extending the lower-left
crack, with a symmetric path for the other. The cracks are
initially straight non-coplanar parallel cracks with a distance of
r0 between their tips and an angle of θ0, pi/2 < θ0 < 0, from
the horizontal to the line connecting their tips. The material is
deemed homogeneous, isotropic, and linearly elastic with brittle
fracture behavior.
First, we outline the strategy for computing the stress field in
Fig. 2 A system of EP cracks, which grow in a curvilinear path λ (x) due
to far-field loading. In this image, 2a is the length of each crack, and
S= r0 sinθ0 and H = r0 cosθ0 are the vertical and horizontal distances of
two crack tips respectively.
the system when the cracks have opened along some given path
λ (x). Later, this relation will be solved simultaneously with the
opening criterion to determine λ . Our approach, as indicated in
Fig.3, is to construct the stress field as a superposition of three
different fields, denoted A, B, and C:
• Problem A is the solution for two offset straight parallel
cracks under biaxial loading; this is assumed to be the
initial state of the cracks before extension. The stress
solution has been proposed by Hori and Nemmat-Nasser31
or Isida28. The solution is characterized by a mixed-mode
loading on both cracks, due to the crack-crack inter-
action21,23,28,29,31,33. The main goal in this step is to
determine the “close-field” tractions, T 1(c f ) and T 2(c f ), on
the extension path by resolving the calculated stress field
from Problem A along λ (x).
• Problems B and C relate to the modification of Problem A
needed to represent extended curvilinear cracks. We assign
tractions on the extended cracks as follows. Part of the trac-
tion cancels stress from Problem A, i.e. we apply T 1(c f ) and
T 2(c f ) on the extensions in B and C respectively. In addi-
tion to the traction coming from Problem A, Problems B and
C together form a closed inverse problem for the remain-
ing “mirror tractions.” That is, Problem B requires the mir-
ror traction T 21(mt) as a boundary condition, which is given
from the solution of Problem C, but Problem C requires the
inputting of a mirror traction given by the solution for Prob-
lem B. To solve the joint problem, we use boundary integral
equations36 to express the stress fields in Problems B and
C in terms of the unknown tractions (T 12(mt) and T 21(mt))
and the extension path. This integral method gives (planar)
stress fields in terms of two biharmonic complex functions.
These functions can be approximated for any path λ (x) using
perturbation methods in the limit of small deflections43,44.
We then use the symmetry of the crack extensions to reduce
to a single unknown mirror traction, which is then solved
using a Taylor series. The details of the solution procedure
are in Section 3.
The stress field is then a function of the crack extension path λ (x).
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Fig. 3 Superposition of different elasticity solutions (Problems A, B, and C) to represent stresses in a system of extended, curved cracks. Tractions
are assigned on solid lines as boundary conditions to produce a stress field. The thicker lines indicate the original cracks before growth. Other
tractions needed in the calculation are evaluated on the dashed lines.
Note that we only model extensions of the inner crack tips; these
have the higher mode-I stress intensity factor and will open first
in the limit of a stiff elastic response. This assumption is further
validated if we restrain to small crack extensions. Moreover, as
the cracks extend, we assume quasi-static crack growth. That is
to say, we assume the ratio σ∞x /σ∞y is fixed but we let the magni-
tudes of σ x∞ and σ
y
∞ arise by the condition that the cracks remain
critically loaded in opening during growth. According to the local
symmetry criterion45,46 and many other models for crack propa-
gation in brittle homogeneous isotropic material47,48, the cracks
propagate in a path in which the tip is in Mode I condition; i.e. if
KII 6= 0 at the crack tip, the crack first kinks and then opens in a
path through which it can maintain KII = 043. With the aforemen-
tioned method for generating the stress field and corresponding
stress intensity factors, the crack path λ (x) is identified by requir-
ing that KII = 0 as the cracks grow along this path.
3 Crack path calculation
In plane-stress conditions, linear elastic stress fields can be ex-
pressed by two biharmonic complex functions of z = x+ iy, the
Muskhelishvili potentials36:
σxx+σyy = 2[φ(z)+φ(z)]
σyy−σxx+2iσxy = 2[(z− z¯)φ ′(z)+Ω(z¯)−φ(z)].
(1)
In a system of EP cracks, we express φ and Ω for the superposi-
tion of Problems B and C, as a sum of two such potentials, one
representing the solution for Problem B (denoted from here on
with superscript 1) and the other for Problem C (denoted with
superscript 2). That is,
φ(z) = φ1(z1)+φ2(z2)
Ω(z) =Ω1(z1)+Ω2(z2)
z= z1 = x1 + iy1, z2 = x2 + iy2 = z0− z1, z0 = r0eiθ0
(2)
Figure 2 shows the relation between the z1 and z2 coordinate sys-
tems. We assume symmetry consistent with Fig. 2 such that the
path for both cracks is given by the same function λ , i.e. crack 1
follows y1 = λ (x1) and crack 2 follows y2 = λ (x2). Each of the φ j
and Ω j for j = 1 or 2 can be approximated up to the first order in
λ (for higher order analysis, see49) by the equations
φ j(z j) = φ
j
0 (z j)+φ
j
1 (z j)+O(λ
2)
Ω j(z j) =Ω
j
0(z j)+Ω
j
1(z j)+O(λ
2)
(3)
where φ j0 and Ω
j
0 are solutions for two straight crack extensions,
and φ j1 , and Ω
j
1 adjust for crack path deviations
43,44. Both can be
expressed as integrals of the traction on crack surfaces as shown
below44
φ j0 (z j) =Ω
j
0(z j) =
1
2pi
√
z j−L
∫ L
0
(T jn (t)− iT js (t))
√
L− t
z j− t dt
φ j1 (z j)+Ω
j
1(z j) =
1
pi
√
z j−L
∫ L
0
(η(t)T ′ js (t)+2η ′(t)T js (t)− iη(t)T ′ jn (t))
√
L− t
z j− t dt.
(4)
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We define η(t) = λ (t)−λ (L). T jn (t) and T js (t) as the normal and
shear tractions at location x j = t as prescribed on the crack for
each of Problem B and C. As shown in Fig.3, the tractions on
the crack extension can be expressed as the superposition of two
different traction distributions: a close-field traction, presumably
known from the initial crack geometry, and an unknown mirror
traction. That is, for 0≤ t ≤ L,
T jn (t)− iT js (t) = T k j(mt)n (t)− iT k j(mt)s (t)+T j(c f )n (t)− iT j(c f )s (t)
k = 1,2; k 6= j.
(5)
In the integrals above, as an approximation that we will validate
in a moment, we have assumed we can neglect residual mirror
tractions on the original cracks, as long as the cracks begin far
enough apart. This allows us to make the simplification
T k j(mt)n (t)− iT k j(mt)s (t)≈ 0 for −2a≤ t ≤ 0; k = 1,2; k 6= j. (6)
Symmetry of the geometry causes symmetric extensions, which
implies:
T 12(mt)(t) = T 21(mt)(t)≡ T (mt)(t) for 0≤ t ≤ L (7)
Similarly, geometric symmetry requires that
φ1(z) = φ2(z) and Ω1(z) =Ω2(z). (8)
In view of Fig. 3 Problem B, the stress field in Problem B evalu-
ated at the location of crack 2 defines the mirror traction T 12(mt).
Therefore,
− (T 12(mt)n (x2)− iT 12(mt)s (x2)) = φ10 (z0− x2)+Ω10(z0− x2)+
+φ11 (z0− x2)+Ω11(z0− x2)+
+ iη(x2)[φ10 (z0− x2)+Ω10(z0− x2)]′+
+2i[η(x2)(φ10 (z0− x2)−Ω10(z0− x2))]′.
(9)
Upon substituting Eqs 4-8 into the above, we obtain a closed inte-
gral equation for T (mt). Solving this equation is a key step in the
work of this paper.
The relationship between the stress intensity factors at the in-
ner crack tips and the biharmonic functions (φ j and Ω j) are pre-
sented in Eq.10
K jI (L)− iK jII(L) = limr j→0
√
2pir j
[
2φ j0 (L+ r j)(1− iω)+2iωφ j0 (L+ r)+
+2iωr jφ
′ j
0 (L+ r j)+φ
j
1 (L+ r j)+Ω
j
1(L+ r j)
]
(10)
where ω = λ ′(L). The above system can be used to approximate
stress intensity factors for any crack pair that extends the initial
parallel straight cracks by λ (x). Finally, to model crack growth
and determine the actual path λ that the freely growing crack
will follow, we must select λ such that the opening criterion
K1II(L) = K
2
II(L) = 0 for 0 < L< Lstop (11)
is always satisfied as the cracks grow to some total extension
length Lstop. By solving the system of integral equations (Eq.4-
11) the crack path along with the stress field during growth can
be calculated. Based on the results of Cotterell and Rice and Sumi
et al.43,44, we will assume the path is of the general form
λ (x) = αx+βx3/2 + γx2 +O(x5/2) (12)
with α,β , and γ constants. Truncating beyond x2, it is our goal,
hence, to solve the above system for these three constants. While
solving the system is still non-trivial, next we propose three so-
lution methods that reduce the integral equations to a system of
more tractable algebraic equations.
4 Method I
By assuming λ (L)L  1, we replace the mirror tractions (T
(mt)
n and
T (mt)s ) by a Taylor series in
√
x with unknown constants.:
T (mt)n (x j)− iT (mt)s (x j) =
∞
∑
n=0
(Pn/2− iQn/2)(
x j
L
)
n
2 . (13)
The (truncated) Williams expansion for the stress near the initial
cracks is given by
σxx(x j,0) =
kI√
2pix j
+T +bI
√
x j
2pi
σyy(x j,0) =
kI√
2pix j
+bI
√
x j
2pi
σxy(x j,0) =
kII√
2pix j
+bII
√
x j
2pi
(14)
where kI ,kII ,bI ,bII , and T are known Williams expansion coeffi-
cients for the initial unextended cracks28,31. Mindful that the two
close-field tractions in Eq.5 are symmetric (T 1(c f )s = T
2(c f )
s ≡ T (c f )s
and T 1(c f )n = T
2(c f )
n ≡ T (c f )n ) we can resolve the above stresses
along the extension path to obtain by the assumption of the small
deflection (see Eq.17-25 in44 or Eq.39-49 in43 for more detail).
T (c f )n (x j) = (kI − 32αkII)
1√
2pix j
− 5βkII
2
√
2pi
+
+(bI − 72 γkII −
5
2
αbII)
√
x j
2pi
T (c f )s (x j) = (kII +
α
2
kI)
1√
2pix j
+(−αT + βkI
2
√
2pi
)+
+(bII −3
√
pi
2
βT +
γkI
2
− αbI
2
)
√
x j
2pi
(15)
It bears mentioning that how many terms one keeps in the
Williams expansion of Eq. 14 places an inherent limit on how
large Lstop can be. We can only extend the crack as far as the
close-field solution is an accurate representation of the stress
field adjacent to the crack tips in Problem A. In Appendix A,
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we justify our selection of keeping terms up to x1/2j in Eq. 14.
By using Eq. 13 and Eq. 15 to define the tractions accordingly
in Eq.4, the functions φ and Ω can be derived in terms of the
unknown coefficients (Appendix D, Eq.46). Putting the solution
into Eq.10 gives us
KII =
(
αkI
2
+ kII
)
+
(
2α
N
∑
n=0
n
2 !Pn2
2
√
2
( n
2 +
1
2
)
!
+
3βkI
4
+
3αβkII
2pi
− 9αβkII
8
−
−2
√
2
pi
αT +2
N
∑
n=0
n
2 !Q n2√
2
( n
2 +
1
2
)
!
)√
L
+
(
− αbI
4
+
bII
2
+ γkI − 9αγkII8 −
5β 2kII
4pi
−
− 3
2
√
pi
2
βT +3β
N
∑
n=0
n
2 !Pn2
2
√
2
( n
2 +
1
2
)
!
)
L+O(L3/2)
(16)
Since Eq.11 requires that the above vanish for all 0 < L < Lstop
it follows that the coefficients of each power of L in the above
must vanish. That is, each term in parenthesis must vanish, which
adds three more equations to Eq.47, for a total of 2N+3 nonlin-
ear equations. Solving this system, we obtain the Taylor series
constants along with the coefficients α, β , and γ, which give the
solution for the crack path. This concludes what we refer to as
‘Method 1’ for computing λ (x). To grow cracks a very long dis-
tance, a key limitation is the accuracy of the selected close-field
solution. Because we prefer the convenience of our truncation in
Eq 14, future work will explore an iterative approach to overcome
this issue by growing the crack in a piecewise sequence, using the
stress at the end of a growth increment to recalculate new close-
field coefficients for the next step of growth.
5 Method II
In the case of Lstop r0,a, the P and Q coefficients in Eq.16 can
be neglected resulting in a closed form solution for the constants
in λ (x):
α =−2kII
kI
β =− 16
√
2pikIIT
3
(
pik2I +(3pi−4)k2II
)
γ =
8
8kI −9αkII
(
β 2kII
4pi
+
3
2
√
pi
2
βT +
αbI
4
− bII
2
)
(17)
The above formulae constitute ‘Method II’ for approximating EP
crack paths; it is merely a simplification imposed on the system
from Method I. The above result, when linearized in α and β ,
is compatible with the first-increment path solution of Sumi et
al.44. Method II effectively ignores the influence of crack 2’s ex-
tension on the path taken by crack 1, which is justifiable for small
extensions.
Fig. 4 Verification test for Method I and Method II. We use the methods
to approximate the value of KII after an imposed extension of length L.
The solid line shows the main crack and dashed lines are the
extensions.
Table 1 Verifying the approximation of KII (in units of σ∞
√
a) after
extension using Method I and Method II and comparing to the exact
solution. All lengths in units of a.
H, L S Exact Method I Method IIKII KII Err(%) KII Err(%)
10, 1
6 -0.0010 -0.0010 <1 0.000 >100
10 -0.0117 -0.0116 <1 -0.0050 70
14 -0.0110 -0.0106 3 -0.0055 50
5, 0.2
6 -0.0140 -0.0135 3 -0.0116 17
10 -0.0130 -0.0124 5 -0.0112 13
14 -0.0081 -0.0080 1 -0.0070 13
5, 0.1
6 -0.0120 -0.0113 6 -0.0108 10
10 -0.0117 -0.0117 <1 -0.0108 8
14 -0.0070 -0.0070 <1 -0.0067 4
6 Validation of Method I and Method II
The accuracy of the two above methods depends on how well
they represent the stress fields near a pair of extending crack tips
for any path λ . In order to validate the simplifications used in
deducing these methods, a numerical experiment has been per-
formed to test each method’s underlying stress prediction in a
case with an exact solution against which to compare. As it is
shown in Fig.4 we suppose cracks number 1 and number 2 begin
with the same length of 2a and are positioned such that their tips
are separated horizontally by H and vertically by S. We now ap-
ply a straight line extension of length L to both cracks, i.e. λ = 0,
and determine KII based on the fields φ0, Ω0, φ1, and Ω1 as they
are given in Method I and as they are further approximated in
Method II. We choose σ∞x = 0 for these tests. Our estimations
are then compared to the known exact result for KII for a pair of
straight cracks of length of 2a+ L. The results are presented in
Tab.1. The first row of the Table indicates that Method I is able to
approximate KII better than Method II, as expected. It retains ac-
curacy for moderately long extensions — here, L on the order of
a — while Method II loses almost all accuracy in this range. For
small crack extensions, the second and third rows of the Table,
the difference in accuracy of the two methods is much smaller.
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We observe sufficient agreement between both methods and the
exact result as the crack extension length decreases, and the ac-
curacy of both methods tends to increase when the initial cracks
are farther apart.
Cortet et al50 conducted an experimental study of the growth
of a periodic array of cracks in a thin paper material. The crack
arrangement is such that neighboring crack pairs sufficiently
replicate the EP-crack geometry. Their data provides a statis-
tically well-averaged crack path shape that can be used as a
preliminary experimental check on our model. Fig. 5 compares
our predicted path shape for S = 1.6 cm ≈ 3.2a and H = 1 cm
≈ 2a to the experimentally observed average path shape of this
configuration. Strong agreement is observed. Other configura-
tions with the same H but smaller S values were studied in that
work, but paths presented were preferentially averaged over dif-
ferent subcategories of behavior, to which we cannot apply our
model. Based on a probabilistic graph presented in that work,
when S = 0.6cm≈ 1.2a and H = 1cm≈ 2a there is a 50% chance
for both repulsion and attraction between the cracks. One might
interpret this as an indication that the kink angle is on-average
zero for this configuration. Though the crack positioning may be
approaching the closeness limits of our models, we have found
that at the same H, Methods I and II both predict the kink angle
to vanish at S≈ 0.9cm, which is not perfect but in the same range
as the experimental result. These are a preliminary experimen-
tal checks; a more in-depth experimental study using different
materials and separation protocols, and thicker out-of-plane di-
mensions will be needed to further validate our models.
Fig. 5 Comparison of the predicted crack path shape against the
average experimentally observed path 50 for a pair of cracks of length
2a= 1cm positioned with H = 1cm and S=1.6cm .
7 Method III: Asymptotic matching
The methods above make reference to a close-field solution based
on a known analytical solution for Problem A. This analytical
solution is itself not trivial to obtain and lengthy to write23,28,31.
We are left to wonder if there is a simpler way to approximate
the close-field solution’s Williams coefficients, so that Method II
could be employed more quickly. If such a way existed, it would
Fig. 6 Matching the inner solution based on the Williams expansion
stress field, to the far-field solution given by the superposition of
single-crack fields.
Fig. 7 The value of kII for EP cracks obtained by matching the
asymptotic fields compared to the exact solution.
also serve potential benefits as we attempt to model other multi-
crack systems in the future, for which analytical solutions of the
initial problem may not be tenable.
Consider a single Griffith’s crack under bi-axial mode-one load-
ing. In the general case, based on Westergaard’s solution51, the
kI , bI , and T values are non-zero while kII and bII have zero val-
ues. If we now introduce a second crack in the loaded system,
the deviations in the Williams coefficients from the single crack
solution go as r−20 , as we show in Appendix B. Since kI , bI , and
T were initially finite of order one, the deviation induced by the
second crack does not affect their leading order behavior (in r−10 ),
however since kII and bII were initially zero, their behavior is gov-
erned entirely by the presence of the second crack. Then, by ap-
plying Eq. 14, we find that the leading order behavior of α, β ,
and γ are unaffected by the perturbations to kI , bI , and T induced
by the second crack, but depend directly on the perturbations to
kII , and bII . Likewise, by calculating the perturbed kII and bII val-
ues and using them along with the single-crack values of kI , bI ,
and T , we can then approximate the EP crack path under Eq 14.
The following is a novel approach to approximate kII and bII ,
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by fitting them from an “outer solution”, i.e. a stress field for
the two-crack problem that is accurate not close to either crack.
There are potentially many ways to obtains an outer solution,
but herein we discuss one such way. A more complete analysis
of the method — including closed-form error estimates for the
outer solution, and an asymptotically valid kII approximation for
EP cracks (Eq. 37)— are included in Appendix B.
The exact solution to the biharmonic function φ for our Prob-
lem A (ignoring the constant far-field stress) can be expressed
as the sum of the solutions for two isolated Griffith cracks along
with an extra part φres(z) which comes from the interaction of
each crack on the other one. As it is expected, if one neglects φres
the resulting form is not able to capture the stress intensity fac-
tors of the cracks but does a sufficient job representing the stress
field when not close to either crack (see Appendix B). Therefore,
in a region that excludes the vicinity of either crack, an “outer so-
lution” for the stress field can be assumed to be a superposition of
two separated single cracks under tension. Meanwhile, the stress
near the crack tip has to always follow a Williams expansion. Con-
sequently, requiring that an asymptotic inner solution — taken to
be a truncated Wiliams expansion — match the outer solution in
some overlap window could yield a fast method to produce the
needed inputs in Eq. 17 to obtain λ . ∗
Let σG(z1)+σ∞x ex⊗ ex+σ∞y ey⊗ ey represent the stress field for
a single Griffiths crack of length 2a under tensile loading σ∞y and
lateral loading σ∞x , where z1 originates at the right-side crack tip.
The Griffith’s field σG is the variation from the far-field stress.
The xy shear stress has the exact solution
σxy(x1) = σGxy(z1) =−2Im(z1)Re(φG ′(z1))
φG(z1) =
σ∞y (z1 +a)
2
√
(z1 +a)+a
√
(z1 +a)−a
− σ
∞
y
2
.
(18)
To construct an outer solution for twin cracks, we suppose a su-
perposition of the two Griffiths fields, as if each crack were on its
own. Hence,
σouter(z1) = σG(z1)+σG(z2)+σ∞x ex⊗ ex+σ∞y ey⊗ ey
z2 = z0− z1, z0 = r0eiθ0
(19)
To perform the matching, we choose to enforce agreement be-
tween the inner and outer solutions at some point (l,0) on the line
y1 = 0. We choose this line because the function σxy(x1→ 0,y1 = 0)
is decoupled entirely from the mode-I crack-tip coefficients. Thus
the behavior of σxy on this line permits us to extract the needed kII
and bII values directly without having to filter out dependences
on the much-larger mode I coefficients, a process that would in-
troduce new sources of error. Naturally, the field σGxy does not
have a singularity at either crack tip. However, the outer solution
has a nonsingular but finite shear stress at each crack tip, which
∗Unlike standard asymptotic matching techniques which involve a small parameter
that induces a rapidly varying inner solution expressible in stretched coordinates,
the inner solution here is rapidly varying because it is a true singular function and
does not require stretched coordinates 37.
can be expanded to second-order in a Taylor series per Eq.20. Fo-
cusing on crack 1, an overlap point between the inner and outer
solutions, at some x1 = l, should have the property that the solu-
tions look similar in a small window about that point. To identify
this point l and simultaneously find the needed constants in the
Williams expansion (kII and bII) we desire a matching up to the
second-derivative in space between the two solutions at l. Hence,
by solving the system of equations presented in Eq.20, the pa-
rameters of the inner solution can be expressed based on the con-
stants in σxy(outer)(x1). That is,
σxy(outer)(x1)∼= as+bsx1 + csx21;
σxy(inner)(x1) =
kII√
2pix1
+bII
√
x1
2pi
σxy(inner)(l) = σxy(outer)(l)
σ ′xy(inner)(l) = σ
′
xy(outer)(l)
σ ′′xy(inner)(l) = σ
′′
xy(outer)(l)
(20)
This method is explained graphically in Fig.6. In the case of EP
cracks, for r0 a, we have observed that csmin(as,bs) and thus
the constants l, as, and bs can be solved for directly. Of particular
note, we find the formulas
as =−
a2σ∞y Im(z0)
√
z0(z0−2a)
z20(z0−2a)2
, bs =
3a2σ∞y Im(z0)(a− z0)
(z0(−2a+ z0))5/2
(21)
in which z0 = r0eiθ0 . Using Eq.20 and 21, we find the formula
kII =
√
2pia2σ∞y Im(z0)Re

√
z0(2a−z0)
a−z0
√
z0(z0−2a)
9z20(z0−2a)2

bII =−3
√
2pia2σ∞y Im(z0)Re
 (a− z0)
√
z0(2a−z0)
a−z0
(z0(z0−2a))5/2

(22)
This constitutes ‘Method III’ for EP crack path determination.
In order to verify the precision of the matched solution, Fig.7
shows the value of kII by the matched method, Eq. 22, compared
to the exact solution for different EP geometries. Here we use
σ∞x = 0. This figure clearly shows that Eq.22 can approximate the
exact value of kII and provides a good estimation of the turning
point (when the value of the kII changes sign), which depends on
the different positions of the cracks. As another verification, Fig.
8 compares the asymptotically matched solution for shear stress,
σxy, to the exact solution in four different cases. “Inner solution"
and “Outer solution" regions are matched at the overlap location
shown marked with an l on the graphs.
With these approximate values of kII and bII along with the
single-crack solutions for T , bI and kI , we can apply Eq.17 to
obtain the crack-path, λ (x). This constitutes ‘Method III’ for EP
crack path determination.
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(a) S= 5a and H = 10a (b) S= 10a and H = 10a
(c) S= 5a and H = 20a (d) S= 15a and H = 5a
Fig. 8 Comparison of the asymptotically matched and exact solutions for σxy(x,y= 0), for x= 0 at the lower-left crack tip, for (a) S= 5a and H = 10a
and (b) S= 10a and H = 10a (c) S= 5a and H = 20a (d) S= 15a and H = 5a. The dashed vertical line shows the matching point l as presented in Eq. 20
8 Results for Growth Paths
As an example, the results for all three methods under different
crack placements are shown in Fig. 9. In these graphs, α, β , and
γ are plotted versus S = r0 sin(θ0) or H = r0 cos(θ0) for extension
length Lstop = 0.1a and σ∞x = 0.
The results in Fig. 9 show that the second and the third meth-
ods agree relatively well with each other and with respect to
the first method, which is our most precise one. The effect of
σ∞x on crack opening path is presented in Fig. 10. These plots
show the behavior of β and γ when changing the stress biaxiality,
σ∞x /σ∞y , for two initial crack configurations: H = r0 cos(θ0) = 15
and S= r0 sin(θ0) = 5 in which the crack initially kinks downward,
and H = r0 cos(θ0) = 10 and S= r0 sin(θ0) = 10 in which the crack
initially kinks upward. We note that α is independent of σ∞x . Fig.
10 also shows the path, drawn for the lower left crack, in these
cases. The lines, plotted for three different σ
∞
x
σ∞y
, show the corre-
sponding crack opening paths. The two plots are scaled identi-
cally, but with vertical amplification to ease discernment of the
various curves.
We provide a bit of intuition for these results. For a single
crack, if σ∞x = 0, the stress near the crack tip actually has a non-
zero T stress given by T = −σ∞y . If σ∞x /σ∞y > 1, the positive T
stress means horizontal tension exists near the crack that bi-
ases the crack toward curving up after an initial upward kink. If
σ∞x /σ∞y < 1, the compressive T stress works to stabilize the path
and minimize curvature after a kink. In the two-crack case, a sim-
ilar argument explains why β changes signs at σ∞x /σ∞y = 1 and
why larger lateral tension tends to increase crack curvature in Fig
10.
9 Conclusion
We have performed an analytical study of EP cracks, culminat-
ing in three different methods for predicting EP crack paths. The
first method is the most robust, producing a solution based on
a stress field that continually modifies as the cracks open. This
method utilizes a perturbation analysis to first order in the stress
field, treating crack deflection as the small parameter. The sec-
ond method is a simpler method derived from the first under the
assumption that the length of the extension is much smaller than
the distance between the cracks. In this case the solution is similar
to the case that just one of the cracks propagates while the other
is static. The third method is based on the assumption that the
crack length is also smaller than the distance between two cracks.
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(a) H/a= 5
(b) H/a= 15
(c) S/a= 5
(d) S/a= 15
Fig. 9 Comparison of the prediction for the constants in λ (x) for varying H = r0 cos(θ0) and constant S= r0 sin(θ0). (a) H/a= 5, (b) H/a= 15, (c)
S/a= 5, (d) S/a= 15.
The third method works based on a superposition of the stresses
from two isolated cracks, and matching this field to the asymp-
totic form of a Williams expansion near the crack tips. Through
comparison to an exact stress solution for straight cracks, we pro-
vide a verification as to the correctness of predictions of Meth-
ods I and II, since exact solutions for full EP crack paths are not
available. The results show a good mutual agreement between
all three methods when the corresponding assumptions are valid.
The validity of Method III opens many possible doors for mod-
eling of systems with larger numbers of interacting cracks. As
the number of cracks increases, the complexity of the integral
system that represents the full solution grows significantly. How-
ever, the described procedure of Method III remains at its core
quite simple; one builds an outer solution as a superposition of
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(a)
(b)
Fig. 10 Behavior of β , γ, and the lower left crack’s propagation path for various σ
∞
x
σ∞y
. Initial crack placements are (a) H = 15a and S= 5a and (b)
H = 10a and S= 10a.
single-crack fields as if each crack were on its own, and then
applies the matching argument at all cracks to approximate the
needed Williams expansion coefficients at each crack tip. How-
ever, some subtleties must be addressed before this notion may
be applied to a many-crack system. For instance, our perturba-
tion method assumes a small deflection of the crack tips, which
is appropriate for EP crack when they are not too close to each
other, since the mode-mixity on each crack is low. However, in
a system with an arbitrary scattering of cracks, large initial kink
angles may occur, which might force the cracks to propagate in
a fashion contrary to this assumption. Furthermore, in the EP
system, it could be assumed that both cracks open symmetrically,
however in a general system of many cracks, kI varies from crack
to crack and one would have to track which cracks are critical as
the far-field loading is increased in order to model the correct pro-
gression of propagation. Crack growth aside, the third method is
essentially equivalent to an approximation technique for Williams
expansion coefficients, which could have value in its own right for
approximating stress intensity factors and higher order terms for
a general crack geometry. We leave exploration on this front as
future research.
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Fig. 11 A Griffith crack with the length of 2a under tension has been
extended from one side to the length of 2l
A Truncation in Williams expansion
To study how truncating the close-field Williams expansion affects
the accuracy of our method, we first consider the extension of a
single Griffith crack with length of 2a as presented in Fig. 11. We
use our integral method to extend the crack from its right side
by a length of 2l. For the close-field solution we use stresses that
keep a differing number of Williams expansion terms. Because we
also have an exact solution for the extended crack, we can com-
pare the different predictions to examine the effect of truncating
the Williams expansion after a finite number of terms. Applying
the integral method from Sec 4 to approximate the stress field
post-extension, the value of KI of the extended crack can be ob-
tained exactly from the formula
KI =
1√
pi(a+L)
∫ +a+L
−a−L
Tn(x)
√
a+L+ x
a+L− xdx (23)
where Tn, as presented in Fig. 11, is the close-field solution given
from the unextended crack, which is defined by
Tn =
{
0 if −a−L≤ x< a−L
T˜n(x) if x≥ a−L.
(24)
T˜n(x) has an exact solution
T˜n(x) =
σ∞y (x+L)√
(x+L)2−a2 , x≥ a−L (25)
Fig. 12 Comparison against the exact solution of KI for an extended
crack as obtained by keeping different numbers of terms in Williams
expansion of the original crack using, Eq. 24.
or can be approximated in the form of a truncated Williams ex-
pansion,
T˜n(x) =
σ∞y
√
a√
2(x−a+L) +
3σ∞y
√−a+L+ x
4
√
2a
− 5σ
∞
y (−a+L+ x)3/2
32
√
2a3/2
+
+O(x−a+L)5/2.
(26)
From the exact T˜n(x), Eq 23 gives the correct value of KI =
σ∞y
√
pi(a+L). Fig. 12 shows the different formulae for KI(L)
obtained by keeping different numbers of terms in the Williams
expansion. Fig. 12 shows that the singular term in Williams ex-
pansion is not enough to capture even the first order variation of
the exact results after extension. In fact it appears that with ev-
ery additional term kept, resulting KI(L) gains another derivative
of accuracy at L = 0. This point does not appear to have been
acknowledged in existing literature. Our decision to truncate the
close-field Williams expansions in Eq 14 at the square-root term
reflects our desire to represent the stresses (and stress intensity)
after extension at a reasonable accuracy, capturing the first-order
variations in stress intensity as the crack grows. Still, any trunca-
tion limits the region of accuracy of the close-field solution, which
limits the maximum length Lstop to which the crack may be accu-
rately extended. The size of the region of accuracy is somewhat
problem-dependent. Beside the iterative approach suggested in
the main text, another solution to this issue would be to use a
more accurate close-field solution; i.e. keeping more expansion
terms or otherwise finding a better initial stress field in the anal-
ysis. Recall that the close-field solution is a reference solution as-
sumed to be given a priori, and our analysis can be applied to any
such reference solution. Figure 13(a-c) compares the asymptotic
solution obtained from the first two terms of the Williams expan-
sion to the exact stress field for different systems of EP cracks.
The latter graph shows the accuracy of the results depends on the
positions of the two cracks. For H = 1 and S = 1 the Williams ex-
pansion quickly loses accuracy away from the crack tips, while for
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Fig. 13 The stress near the crack tip as given by the first two terms of the Williams expansion is compared to the exact solution in several EP
geometries.
H = 5 and S= 1 the solution stays in good agreement for a much
longer distance from the crack tips.
B Analysis of Method III
The purpose of this appendix is to provide analytical backing to
the matching technique we call Method III. The method hinges
on the existence of an overlapping zone of accuracy shared by an
outer solution, which we take to be the solution of two super-
posed cracks, and an inner solution, which we express as a two-
term Williams expansion. Herein, we derive an error formula for
the outer and inner solutions and derive criteria for when the two
approximations should be simultaneously valid within a shared
window of accuracy. The solution for a system of two cracks can
be expressed as the sum of the solutions for each crack per Eq 19
added to a residual stress coming from the effect of crack inter-
action. Letting φ sum represent the Muskelishvili potential for the
sum of the two individual crack solutions and φ res be the potential
for the residual field, we have
φ(z1) = φ sum(z1)+φ res(z1), φ sum(z1) = φG(z1)+φG(z0− z1).
(27)
The complete Muskhilishvili’s potential for two parallel offset
cracks, φ(z1), can be written in non-closed form from the so-
lution in Horii and Nemat-Nasser31. Let ζ ≡ a|rc| , in which
rc = r0eiθ0 + 2a = |rc|eθc is the line connecting the center of the
two cracks. Upon expanding the complete solution, one obtains
the following relation
φ(z1) =φ1(z1)+φ2(z0− z1) = φ sum(z1)+φ sum(z1) f (ζ ,θc)︸ ︷︷ ︸
≡ φ resEst (z1)
+O
(
ζ 3√
z1
)
(28)
where
f (ζ ,θc) = ζ 2((cos2θ0− 12 cos4θc)+ i
1
2
(sin2θc− sin4θc))
φ j(z j) = φG(z j)+φG(z j) f (ζ ,θc)︸ ︷︷ ︸
≡ φ jEst (z j)
+O
(
ζ 3√z j
)
; j = 1,2.
(29)
Equation 28 gives a formula for φ resEst , the leading-order approxi-
mation for φ res. To further demonstrate the accuracy of our φ resEst
formula, Fig. 14 shows the exact φ res(z1) along with φ resEst(z1) pre-
sented in Eq. 28, as distance between the cracks, r0, is varied at
constant θ0 = pi6 . We can conclude that the difference between the
exact φ and φ sum decays as φ resEst , which behaves ∼ ζ 2/z21, confirm-
ing that the true solution always approaches the outer solution
as both distance and crack separation increase. Eq.28 permits us
to compute the precision of Method III with respect to the exact
stress field. From the exact potential φ = φ1 + φ2, we can write
the exact shear stress σxy for the two-crack problem as
σxy(z1) = σ1xy(z1)+σ
2
xy(z0− z1). (30)
These component fields can be expanded per Eq 29 as
σ jxy(z j) =−2Im(z j)Re(φ ′ jEst(z j))−2Im( f (ζ ,θc))Im(φG(z j))+
+O
(
ζ 3√z j
)
j = 1,2
(31)
For σ1xy the above simplifies to
σ1xy(x1) =−2Im( f (ζ ,θc))φG(x1)+O
(
ζ 3√
x1
)
. (32)
Let the expansion of the Griffith’s crack solution about the crack
tip be denoted
φG(x1) =−
σ∞y
2
+
∞
∑
n=−1
anx
1/2+n
1 . (33)
Similarly we can obtain
σ2xy(z0− x1) =
σxy(outer)(x1)︷ ︸︸ ︷
−2Im(z0)Re(φ ′G(z0− x1))−
−2Im(z0)Re( f (ζ ,θc)φ ′G(z0− x1))
−2Im( f (ζ ,θc))Re(φG(z0− x1))+O
(
ζ 3√
x1
)
. (34)
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(a) Re(φ
res(z1))
σ∞y
(b)
Re(φresEst (z1))
σ∞y
Fig. 14 Behavior of a) Re(φ
res(z1))
σ∞y
b) Re(φ
res
Est (z1))
σ∞y
as it varies with r0 and
position, x, ahead of the lower-left crack, i.e. x= Re(z1) and Im(z1) = 0
for cracks offset by an angle θ0 = pi/6.
where we have noted the emergence of the outer solution, Eq 19.
Let us define the Taylor expansion
∞
∑
n=0
αnxn1 ≡−2Im(z0)Re(φ ′G(z0− x1))−2Im(z0)Re( f (ζ ,θc)φ ′G(z0− x1))
−2Im( f (ζ ,θc))Re(φG(z0− x1)). (35)
Near z1 = 0 the exact shear stress σxy has the following form of
Williams expansion
σxy(x1) =
kII√
2pix1
+bII
√
x1
2pi
+ cII
x1√
2pi
+O(x3/21 ) (36)
ahead of the crack tip. By combining Eq.36, Eq. 31 and Eq.30 the
following results can be obtained:
kII =−2
√
2piIm( f (ζ ,θc))a−1 +O(ζ 3) =
σ∞y
√
pia
2
ζ 2(sin4θc− sin2θc)+O(ζ 3)
bII =−2
√
2piIm( f (ζ ,θc))a0 +O(ζ 3) =
σ∞y 3
√
pi
8
√
a
ζ 2(sin4θc− sin2θc)+O(ζ 3)
cII =
√
2piα1 +O(ζ 3)
(37)
It bears noting that the above formulas for kII and bII are useful on
their own as strong approximations for the shear stress intensity
factors of EP cracks. These could be used to approximate α, β ,
and γ for the crack path, however, they are specific to the EP
geometry and do not share the apparent generality that we may
hope to gain in the future from the matching approach of Method
III. In Sec 7 the inner solution is defined as a two-term Williams
expansion based on a functional matching with the outer solution
at the matching point. As will be discussed more in a moment,
for the purposes of backward error evaluation in Method III, we
assume for now an inner solution with exact coefficients,
σxy(inner) ∼=
kII√
2pix1
+bII
√
x1
2pi
. (38)
We define the error of the inner/outer solutions by
einner(x1) = σxy(x1)−σxy(inner)(x1)
eouter(x1) = σxy(x1)−σxy(outer)(x1)
(39)
By combining the Eq.39 with Eq.32 and Eq.34, we obtain the fol-
lowing form for the inner solution error,
einner(x1) = σ1xy(x1)+σ
2
xy(x1)−σxy(inner)(x1)
einner(x1) = cII
x1√
2pi
+O(x3/21 )
einner(x1) = α1x1︸︷︷︸
≡eEstinner(x1)
+O(x1ζ 3)+O(x
3/2
1 )
(40)
where, from Eq 35, we calculate
α1 =
3a2σ∞y Im(z0)(a− z0)
(z0(−2a+ z0))5/2
−2Im(z0)Re
(
f (ζ ,θc)
3σ∞y a2(a+ z0)
2z5/20 (2a+ z0)
5/2
)
(41)
− Im( f (ζ ,θc))Re
(
a2σ∞y
2z3/20 (2a+ z0)
3/2
)
. (42)
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(a) S= 5a and H = 15a
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Fig. 15 Behavior of einner and eouter in two cases (a) S= 5a and H = 15a
and (b) S= 1a and H = 5a.
As for the outer solution error, we have
eouter(x1) = σ1xy(x1)+σ
2
xy(x1)−σxy(outer)(x1)
eouter(x1) =−2Im( f (ζ ,θc))φG(x1)−2Im(z0)Re( f (ζ ,θc)φ ′G(z0− x1))−
−2Im( f (ζ ,θc))Im(φG(z0− x1))+O( ζ
3
√
x1
)
eEstouter(x1)≡−2Im( f (ζ ,θc))φG(x1)−2Im(z0)Re( f (ζ ,θc)φ ′G(z0− x1))−
−2Im( f (ζ ,θc))Im(φG(z0− x1)).
(43)
In Method III, we would like to split the domain for σxy(z1) in the
following form:
σxy(x1)∼=
{
σxy(inner)(x1) if x1 ≤ l
σxy(outer)(x1) if x1 ≥ l
(44)
with the goal of l representing a representative location where
both inner and outer solutions agree sufficiently with the exact
solution. Thus, Method III is expected to be valid within some
tolerance ε when there exists an l such that
max(|eEstinner(l)|, |eEstouter(l)|, |e′Estinner(l)|, |e′Estouter(l)|, |e′′Estinner(l)|, |e′′Estouter(l)|)< ε.
(45)
To be clear, we remind that the way Method III is actually used
requires one to first construct the outer solution and then build
the inner solution from the outer solution at a matching point.
Rather than measure the error of the constructed inner solution,
the criterion above measures the backward error by assuming an
inner solution with correct kII and bII , composing it with the outer
solution at various l, and measuring how much the composite
function would disagree with the exact solution at l. For example,
if (45) were satisfied for ε = 0 at some l, then the inner solution
we would construct from the outer solution at l would give the
exact kII and bII . The above measurement of error both reflects
the accuracy of Method III, and, as described here, is tractable to
write for analytical error analysis.
The behavior of eEstinner and e
Est
outer are shown in two examples
presented in Fig.15. Per (45), we would expect the validity of
Method III to be stronger for the case shown in Fig.15(a) com-
pared to that of Fig.15(b), and this expectation is strongly con-
firmed referring back to Fig. 9.
C Series Coefficients
The constants in Eq.4 based on the asymptotic solution for the
two parallel cracks.
FQn = fi n2 (αLn+2α)+ fi n+12 (nβL
3/2 +
3
2
βL1/2)+ fi n+22 (nγL
2 +4γL)
− (αL+βL3/2 + γL2) fi n−22
FPn = n(αL fi n2 +βL
3/2 fi n+12
+ γL2 fi n+22 − (αL+βL
3/2 + γL2) fi n−22 )
fin =− (−1)
iΓ(n+1)
(2i+2n+3)Γ
(−i− 12)Γ(i+1)Γ(n+ 32)
vin =
2(−1)iLn−1Γ(n+1)
(2i+2n+1)Γ
(−i− 12)Γ(i+1)Γ(n+ 12)
Γ(t) is the Gamma function, Γ(t) =
∫ ∞
0 x
t−1e−xdx.
A−1/2 =
[(
kI − 32αkII
)
− i
(
kII +
α
2
kI
)] 1√
2piL
A0 =
[
− 5βkII
2
√
2pi
− i
(
αT +
βkI
2
√
2pi
)]
A1/2 =
[(
bI − 72 γkII −
5
2
αbII
)
− i
(
bII −3
√
pi
2
βT+
+
γkI
2
− αbI
2
)]√
L
2pi
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B−1/2 =
[(
α2kI +2αkII
)
+ i
(
2αkI −3α2kII
)] 1√
2piL
B0 =
5αβkI
2
√
2pi
+
3βkII√
2pi
−2α2T + i
(
3βkI√
2pi
− 19αβkII
2
√
2pi
)
B1/2 =
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(46)
where N is the number of the terms one chooses to keep in the
Taylor expansion in Eq.13; the variables fin, FPn, FQn, Ak, Bk, and
Ck can be obtained based on the Williams expansion coefficients,
which are presented in Appendix C. By substituting the above into
Eq 9, the unknown constants in the Taylor series and crack path
will be obtained through a solvable non-linear system of equa-
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tions. The final equations for Pn and Qn are expressed as follows:
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(47)
The constants in Eq.47 are:
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